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Fluxline® Range

x

MAXIMISE LONGEVITY
Fluxline PCB (Printed Circuit Board) – over populate the PCB 
with market-leading mid-power chips to allow underrunning 
and deliver in excess of 100,000 hour’s life.

MODULARITY
Design a range of LED PCBs that all utilise the same LED chip 
irrespective of the chosen profi le so that the gamut and hue of 
the differing luminaires in a space are visually identical.

FLEXIBILITY
The Fluxline profi le range must solve our clients’ problems. 
The range must include wide and collimating distributions, 
available with High Power and have IP versions suitable for 
exterior use. Design must include recessed channelling that 
includes plaster-in, trimmed and trim-less versions across 
profi les so that well-engineered “clip-fi x” makes the luminaire 
visually discrete if required.  

EASE OF INSTALLATION
This is paramount. Profi les must snap-fi t, cables stored away 
and remote drivers supported. Profi les should be rejected 
where it is not possible to terminate and conceal cabling and 
where fi rst and second fi x are not supported properly.

CUSTOMISATION
PCBs must allow luminaire lengths to be specifi ed within 
+/- 0.5mm. LED modules should be rationalised (e.g. 30mm 
lengths) to allow faster assembly times from stocked 
components to meet more exacting customer expectations.

FUTURE PROOFING
Recessing chambers and clip-fi x methods must lower the 
environmental impact of replacements and allows future 
technology to be incorporated.

CREATE A NEW REALLY FLEXIBLE PROFILE
Either in Polyurethane or PVC - develop a new environmentally 
stable and bendable profi le that creates a homogenous line 
of light. Offer different widths and allow very long continuous 
lengths (3 widths, 240/110V and 24/12V options) in excess of 
50 metre runs. Allow site fi tting into pre-installed channels but 
develop a simple, low-cost, termination and sealing solution.

©Cube Lighting Limited 2016



All Copyright, design rights and intellectual property rights existing in our designs, products, images, text, 

logo and design of these products are, and will remain the property of “Cube Lighting Limited 2016”.

PRODUCT NAME CODE

LED OPTIONS DIFFUSER OPTIONS DRIVE METHOD FINISH OPTIONS
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Fluxline S Standard S

Fluxline T Trimless T

Fluxline D Deep D

Fluxline E Edge E

Fluxline A Asymmetric A

Fluxline LP Low-profi le LP

Fluxline “LP-B” 
(low-profi le with adjustable refl ector/

refl ector’s)

LP-1B
LP-2B

Fluxline HP HP

Fluxline HP-C HP-C

Fluxline HP-CR HP-CR

Fluxline WI WI

Fluxline WI-A WI-A

Fluxline WI-LE WI-LE

Fluxline HR HR

Fluxline SU SU

Fluxline SH SH

Fluxline WA WA

Fluxline 3020 3020

Fluxline 3020R 3020R

FluxFlex 15 / 10 or 8
FF15
FF10
FF8

Note:: 22-2200°K/25-2500°K/27-2700°K/30-3000°K/35-3500°K/40-4000°K/45-4500°K/50-5000°K/57-5700°K/65-6500°K

Fluxline Selector



Load and Outputs for FL 1/2/3K & FL-LENS 
These LED options can be integrated into “Cube Fluxline®” profi les to create 
a solution for numerous linear LED lighting application.

TYPE STATIC WHITE DYNAMIC WHITE LENS

Reference FL-1K FL-2K FL-3K FL-2K-DW FL-3K-DW FL “LE”

LED 
manufacturer Luxeon Nichia Nichia Nichia Nichia Luxeon Z-ES

(1 Macadam)

Voltage / group or 
individually for HP 

versions
12 12 12 12 12

2.72/350mA
2.75/500mA
2.80/700mA

Load/M or individually 
for HP versions (W) 16 24.8 36 24.8 36

350mA = 0.952W
500mA = 1.375W
700mA = 1.960W

LMS/M or per LED for 
HP versions 1330lms 2700lms 3990lms

1300lms @ 2500K
1350lms @ 4000K

Total = 2650lms

1900lms @ 2500K
1995lms @ 4000K

Total = 3895lms

88lms @ 350mA
125lms @ 500mA
160lms @ 700mA

Effi cacy (lms/W) 83.13 108.88 110.84 106.86 108.20
92.44
90.91
81.63

LIFE> 100K hrs 100K hrs 100K hrs 100K hrs 100K hrs
100K hrs @ 350mA 
80K hrs @ 500mA
50K hrs @ 700mA

CCT options (°K) 27/30/35/
40/50/57/6

22/25/27/
30/35/40/45

22/25/27/
30/35/40/45 2500 & 4500 2500 & 4500

White options: 27/30/35/40
Colours: Green / Cyan* / Blue* / Royal Blue / Deep Red* / 

Red / Red-Orange* / Amber. Note: any combination of White & 
colours can be integrated including RGBW / RGBA versions.

CRI 90 90 90 80/90 80/90 90

Length of group or 
optional pitch of 

"Lens" versions (mm)
30 30 30 60 60 35 / 50 / 75 / 100

Collimating lens 
options

(S) - 16°
(M) - 25°
(F) - 40°

(A) - 17° x 44°

LED product codes, 
add to chosen profi le FL-1K FL-2K FL-3K FL-2K-DW FL-3K-DW Add: CCT/PITCH/LENS SELECTION/DRIVE CURRENT

Notes: 

• Dynamic white versions can be created with any combination of the Nichia CCT options, subject to minimum order. 

• FL2/3K-DW, due to the high outputs and wattage of this LED option, please consult the confi gurator for compatible profi les.   

• * Subject to minimum order.

• Depending on your Fluxline requirement we will specify a suitable Driver confi guration, options available: Switched/Mains Dim/0-10V/DALI/DMX. 



Index

1 FLUXLINE STANDARD AND DEEP

2 FLUXLINE ASYMMETRIC AND TRIMLESS

3 FLUXLINE EDGE AND MOUNTING CHANNELS

4 FLUXLINE SHELF, HANDRAIL AND SURFACE

5 FLUXLINE LOW PROFILE, LOW PROFILE SINGLE & LOW PROFILE DUAL BAFFLE

6 FLUXLINE 3020 AND 3020 LENSED

7 FLUXLINE HIGH POWER LENSED AND HP COWL LENSED

8 FLUXLINE HIGH POWER GEN2 AND HIGH POWER GEN2 COWL

9 FLUXLINE WIDE, WIDE ASYMMETRICAL AND WIDE LENSED

10 FLUXLINE WIDE LENSED

11 FLUXLINE WASH, HP COWL-RECESSED AND 3020 RECESSED

12 FLUXLINE FLUX-FLEX 8MM, 10MM, 15MM
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A square 18.5mm profi le that accepts the Fluxline GEN2 

LED strips offering 1,000 or 2,000 lms/metre including 

“2K-DW” Dynamic White, RGB and RGBW LED strips. The 

“H” profi le accepts the LED strips in the front section while 

the retaining clips and cables are cleanly stored away within 

the rear section. 

Available in IP44, Clear or Opal polycarbonate diffusers or 

IP66, Clear or Opal polyurethane encapsulated versions.

Some LED spotting is visible through Opal diffuser versions.  

Example Product Code

FL-S/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

A rectangular 18.5 x 26mm profi le that accepts the Fluxline 

GEN2 LED strips offering 1,000 or 2,000 luminaire lms/m 

including the “2K-DW” Dynamic white, RGB and RGBW LED 

strips. The “H” profi le accepts the LED strips in the front 

section, the retaining clips and cables are stored way within 

the rear section. 

Available in IP44, Clear or Opal polycarbonate diffusers or 

IP66, Clear or Opal polyurethane encapsulated versions.

Example Product Code

FL-D/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH 

Note: 

No LED spotting with this deeper profi le when used with either Opal Polycar-

bonate or Opal Polyurethane.

 Mounting Options

 • Concealed 

  polycarbonate clips 

  (includes 45° tilt block)

 •  Concealed Stainless 

steel clips

 •  Adjustable tilt fi xing 

brackets

 •  Exposed Stainless 

steel clips

 Mounting Options

 •  Concealed 

  polycarbonate clips 

  (includes 45° tilt block)

 •  Concealed Stainless 

steel clips

 •  Adjustable tilt fi xing 

brackets

 •  Exposed Stainless 

steel clips

STANDARD

DEEP

S

D

Fluxline Standard

Fluxline Deep

1

Recessed

Recessed

Trimmed

Trimmed

Plastered-In

Plastered-In

Product codes for clip 

options:

- FL-CL/PACK

- FL-CL/CSS-CLIP

- FL-CL/AD-CLIP

- FL-CL/ESS-CLIP

Product codes for clip 

options:

- FL-CL/PACK

- FL-CL/CSS-CLIP

- FL-CL/AD-CLIP

- FL-CL/ESS-CLIP
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A rectangular 18.5 x 26mm profi le that accepts the Fluxline 

GEN2 LED strips offering 1,000 or 2,000 luminaire lms/M 

including the “2K-DW” Dynamic white, RGB and RGBW LED 

strips. The “U” section Opal polycarbonate diffuser produces 

a 180° distribution while the aluminium “H” profi le accepts the 

LED strips in the front section, retaining clips and integrated 

cable way within the rear section. 

When the Trimless version is used in conjunction with the 

“RC”, “TC” and especially the “PIC” mounting channels no 

aluminium section is visible so creating a perfect 

homogoneous line of light within the wall or ceiling structure. 

Available with IP44 Opal polycarbonate diffuser and Silver, 

Black or Bronze anodised aluminium profi le. 

Example Product Code

FL-T/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH 

 Mounting Options

 •  Concealed 

 • polycarbonate clips 

 (includes 45° tilt block)

 •  Concealed Stainless 

steel clips

 •  Adjustable tilt fi xing 

brackets

 •  Exposed Stainless 

steel clips

TRIMLESST

Fluxline Trimless

A profi le that creates an asymmetric throw from the Fluxline 

GEN2 LED strips offering 1,000 or 2,000 lms/m including 

the “2K-DW” Dynamic white, RGB and RGBW LED strips. 

The “H” profi le accepts the LED strips in the front section, 

retaining clips and cables are stored away within the rear 

section. 

Available in IP66, Clear or Opal polyurethane encapsulated 

versions.

Some LED spotting is visible through Opal diffuser versions.

Example Product Code

FL-A/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

 Mounting Options

 • Concealed 

  polycarbonate clips 

(includes 45°tilt block)

 •  Concealed Stainless 

steel clips.

 •  Adjustable tilt fi xing 

brackets.

 •  Exposed stainless 

steel clips.

ASYMMETRICA

Fluxline Asymmetric

2

Recessed

Recessed

Trimmed

Trimmed

Plastered-In

Plastered-In

Product codes for clip 

options:

- FL-CL/PACK

- FL-CL/CSS-CLIP

- FL-CL/AD-CLIP

- FL-CL/ESS-CLIP

Product codes for clip 

options:

- FL-CL/PACK

- FL-CL/CSS-CLIP

- FL-CL/AD-CLIP

- FL-CL/ESS-CLIP
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A rectangular 18.5 x 29mm profi le that accepts the Fluxline 

GEN2 LED strips offering 1,000 or 2,000 lms/m including 

the “2K-DW” Dynamic white, RGB and RGBW LED strips. 

The profi le is designed to project light across the mounting 

surface. 

Available in IP44, Clear or Opal polycarbonate diffusers or 

IP66, Clear or Opal polyurethane encapsulated versions.

Some LED spotting is visible through Opal diffuser versions.

Example Product Code

FL-E/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

 Mounting Options

 •  Concealed 

 polycarbonate clips 

 (includes 45°tilt block)

 •  Concealed Stainless 

steel clips

EDGEE

Fluxline Edge

Accepts: Standard / Deep / Edge and 

Asymmetric profi les - the channel is 

designed for recessing and grouting into 

tiled or stone surfaces at fi rst fi x allowing 

the chosen profi le to “snap-fi t” into the 

channel later in the project.

Example Product Code

FL-RC/FINISH/LENGTH

Mounting Options

 • Screw fi xed

Accepts: Standard / Deep / Edge and 

Asymmetric profi les - the channel is designed 

for recessing into timber, plaster board or 

cabinet work, the trim covers the cut edges 

to create a sharp clean fi nish, allowing the 

chosen profi le to “snap-fi t” into the channel.

Example Product Code

FL-TC/FINISH/LENGTH

Mounting Options

 • Screw fi xed

Accepts: Standard / Deep / Edge and 

Asymmetric profi les, the channel is designed 

for recessing into plaster board walls or 

ceilings creating a trimless containment to 

create a sharp clean fi nish, allowing the 

chosen profi le to “Snap” fi t into the channel.

Example Product Code

FL-PIC/FINISH/LENGTH

Mounting Options

 • Screw fi xed

Fluxline Recessed Channel Fluxline Trimmed Channel Fluxline Plaster-in Channel

RECESSED CHANNEL / TRIMMED CHANNEL / PLASTER-IN-CHANNELPICTCRC

3

Product codes for clip 

options:

- FL-CL/PACK

- FL-CL/CSS-CLIP
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Designed specifi cally for bookshelves, kitchen units, cove 

applications.

Example Product Code

FL-SH/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

A special extruded aluminium section with opal polycarbonate 

asymmetric diffuser to fi t within a standard handrail section:  

Outside Diameter 48.3mm x 5mm wall thickness. 

The Fluxline profi le fi ts from below by means of end mounted 

screw fi xed toggle clamps ensuring a rugged, vandal and 

vibration-proof solution. The Fluxline handrail profi le can 

also be run in “Maintained” emergency mode to utilise the 

luminaire for emergency escape route lighting, we offer 

standalone 12VDC battery packs or larger capacity static 

inverter modules that can power multiple lengths of Fluxline.

Example Product Code
FL-HR/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

A two part extrusion assembly where the rear section is 

screwed to the mounting surface, it also acts as a cable tray 

to carry cabling to adjacent luminaires. The fascia section 

retains the Cube Fluxline Gen 2 LED strips and clip in opal 

or clear polycarbonate diffusers, grub screws secure the 

fascia to the rear mounting section. 

IP44 Rated and available in up to 3M lengths.

Example Product Code

FL-SU/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH 

 Mounting Options

 •  Screw or double sided 

VHB tape

 Mounting Options

 • Recessed into 

  standard 48.3mm 

stainless steel handrail 

profi le

 Mounting Options

 •  Concealed 

 countersunk screws

SHELF

HANDRAIL

SURFACE

SH

HR

SU

Fluxline Shelf

Fluxline Handrail

Fluxline Surface

4
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 Mounting Options

 •   End fi xing screws

 •  VHB double sided 

adhesive tape

 •  Exposed Stainless 

steel clips

 Mounting Options

 •   End fi xing screws

 •  VHB double sided 

adhesive tape

 •  Exposed Stainless 

steel clips

At only 6 x 30mm wide Low-Profi le was designed to surface 

mount or recess into routered grooves in shelving or cabinet 

work. 

The profi le accepts the Clear or Opal polycarbonate diffusers 

or IP 66 rated with either Clear or Opal polyurethane resin. 

Example Product Code

FL-LP/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH 

Note: 

Some LED spotting is visible through Opal versions.

Extrusion is fi tted with 1 additional adjustable “Kicker” 

refl ector.

Refl ectors supplied in Silver anodised fi nish as standard.

Example Product Code

FL-LP1B/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

Extrusion is fi tted with 2 additional adjustable “Kicker” 

refl ectors.

Refl ectors supplied in Silver anodised fi nish as standard.

Example Product Code

FL-LP2B/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

 Mounting Options

 •  End fi xing screws

 •  VHB double sided 

adhesive tape

 •  Exposed Stainless 

steel clips

Fluxline Low-Profi le

Fluxline Low-Profi le

Fluxline Low-Profi le

LOW-PROFILE

LOW-PROFILE WITH ADJUSTABLE REFLECTOR/REFLECTOR’S

LOW-PROFILE WITH ADJUSTABLE REFLECTORS

LP

LP-1B

LP-2B

5
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165°
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A precision-extruded rectangular-shaped aluminium body 

that houses Fluxline GEN2 LED Strips offering 1,2 or 

3,000lms/m, static and dynamic white plus RGB, RGBW. 

Sealed to IP40 for interior applications, the evenly spaced 

LED’s provide end-to-end mounting with a continuous lit 

effect from body to body.

The combination of Fluxline GEN2 LED PCBs within a super 

compact housing makes Fluxline 3020 the most confi gurable, 

compact, linear system available. 

Example Product Codes

FL-3020/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

The same rectangular precision-extrusion as 3020 housing 

individual Luxeon® Rebel ES LEDs on a minimum of 35mm 

pitch onto which are fi tted miniature high effi ciency collimating 

lenses capable of evenly washing up to 10M from the 

luminaire. Sealed to IP40 for interior applications, the evenly 

pitched LED’s provide end-to-end mounting with a continuous 

lit effect from body to body.

Lens options: 16/25/40 or Oval beam 17 x 44°

The combination of Luxeon Rebel ES LED’s again within the 

same super-compact housing, makes Fluxline 3020 Lensed 

a valuable addition to the 3020 version. 

Example Product Code
FL-3020-LE/CCT/PITCH/LENS/MA/FINISH/LENGTH

 Mounting Options

 •  Non-adjustable end 

mounting brackets

 • Side mounting 

 brackets

 • Suspended

 • Surface mounting clips

 • Sliding/tilting 

 adjustable brackets

 Mounting Options

 •  Non-adjustable end 

mounting brackets

 • Side mounting 

 brackets

 • Suspended

 • Surface mounting clips

 • Sliding/tilting 

 adjustable brackets

Fluxline 3020

Fluxline 3020 Lensed

3020

3020 LENSED

3020

3020R

3020 ADJUSTABLE 3020 FOOT END & SIDE 3020 SURFACE 3020 SUSPENDED

6

Example Product Code 
FL-3020/ADJ-BRKT/FINISH

Example Product Code 
FL-3020/FOOT/FINISH

Example Product Code 
FL-3020/SU-SP/ST-STEEL

Example Product Code 
FL-3020/SUS-BRKT/FINISH
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A precision-extruded circular body profi le populated with 

standalone Luxeon® Rebel LEDs at selectable pitches (min 

35mm) onto which are fi tted miniature high effi ciency 

collimating lenses, capable of evenly washing over 10M from 

a luminaire measuring only 25mm in diameter. Sealed to 

IP66 for interior or exterior applications. 

Lens Options: 16°/25°/40°/17x44°

Encapsulated with Grey Polyurethane resin. Please refer to 

the Fluxline Selector on the inner cover to confi gure LED 

options and build product codes.

Example Product Codes

FL-HP-LE/CCT/PITCH/LENS/MA/FINISH/LENGTH

High Power Cowl profi le has exactly the same refi nements 

as standard HP but features the addition of a cowl 

integrated into the extrusion for glare control. 

Please refer to the Fluxline Selector on the inner cover to 

confi gure LED options and build product codes. IP66 Rated 

versions.

Example Product Codes

FL-HPC-LE/CCT/PITCH/LENS/MA/FINISH/LENGTH

 Mounting Options

 • Adjustable end 

 mounting brackets

 •  Sliding/tilting rear 

fi xing bracket

 Mounting Options

 • Adjustable end 

 mounting brackets

 •  Sliding/tilting rear 

fi xing bracket

HIGH POWER

HIGH POWER LENSED + COWL

 HP-LE

 HPC-LE

Fluxline High Power Lensed

Fluxline High Power Lensed with Cowl

7

FL-HP/ADJ-BRKT/FINISH FL-HP/EN-BRKT/FINISH
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This High Power profi le is again in the circular heat-diffusing 

body but uses Fluxline GEN2 LED PCBs offering 1/2/3,000 

lms/m, static and dynamic white plus RGB, RGBW versions 

similar to the 3020 Fluxline version but IP66 rated. 

Encapsulated with Opal Polyurethane resin as standard on 

1K/2K/3K/2K-DW/3K-DW. Please refer to the Fluxline 

Selector on the inner cover to confi gure LED options and 

build product codes.

Example Product Codes

FL-HP-G2/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

High Power Cowl profi le has exactly the same refi nements 

as standard HP Gen2 but features the addition of a cowl 

integrated into the the extrusion for glare control. 

Please refer to the Fluxline Selector on the inner cover to 

confi gure LED options and build product codes. IP66 Rated.

Example Product Codes

FL-HPC-G2/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

 Mounting Options

 • Adjustable end 

 mounting brackets

 •  Sliding/tilting rear 

fi xing bracket

 Mounting Options

 • Adjustable end 

 mounting brackets

 •  Sliding/tilting rear 

fi xing bracket

HIGH POWER G2 STRIP

HIGH POWER G2 STRIP + COWL

HP-G2

HP-C

Fluxline High Power G2 Strip

Fluxline High Power G2 Strip with Cowl

8

FL-HP/ADJ-BRKT/FINISH FL-HP/EN-BRKT/FINISH
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A ruggedised symmetrical distribution IP66 profi le with 

10mm cover glass and integrated Opal diffuser with no 

visible fi xings.

Fluxline Wide is for fl oor, wall or ceiling mounting and can be 

supplied with custom 316 S.Steel, trimmed or fl ush mounting 

chambers (in-ground version & ceiling version shown). 10mm 

Anti-Slip toughened top glass with invisible end caps, so 

glass runs edge to edge. The ingeniously designed 

polycarbonate end caps seal the luminaire and support glass 

and ensure homogenous illumination along the full length 

which can be layed with corners. 

Fluxline wide accepts  2 strips of 1K/2K/3K/2K-DW or 

3K-DW, Integral 110V>12VDC, 240V>12VDC or remote 

control gear versions available, Fluxline body supplied in 

silver anodised fi nish as standard and available in up to 2.4m 

lengths.

Example Product Code

FL-WI/LED SELECTION/CCT/INPUT VOLTAGE/LENGTH 

“An asymmetric distribution IP66 profi le with 10mm cover 

glass, again offered with clear glass or with optional 

integrated Opal diffuser.

Fluxline Wide Assymetric has all the features of the 

symetrical version but with a single LED Strip is, focused in a 

specifi c direction. Again available in up to 2.4m lengths.”

Example Product Code

FL-WI-A/LED SELECTION/CCT/DIFFUSER/INPUT VOLTAGE/LENGTH

 Mounting Options

 •  Surface or recessed, numerous versions available and bespoke 

versions can easily be confi gured

Input Voltage options

 •  110V / 240V / RCG

Input Voltage options

 •  110V / 240V / RCG

WIDE

 WIDE ASSYMETRIC

WI

WI-A

Fluxline Wide

Fluxline Wide Assymetric

9
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An asymmetric distribution IP66 profi le with 10mm cover 

glass, again offered with clear glass or with optional integrated 

Opal diffuser.

Fluxline Wide LENS has all the features of the Symetrical 

and Assymetrical versions but includes sectional lensed 

“HP” profi le which has rotational adjustment for accurate 

directional commisioning,  Integral 110V or 240V versions or 

remote control gear versions available.  

Fluxline body supplied in silver anodised fi nish, integral “HP” 

profi le supplied in Black anodised fi nish. Up to 2.4m lengths.

Example Product Code

FL-WI-LE/CCT/PITCH/LENS/MA/INPUT VOLTAGE/LENGTH

WIDE LENSEDWI-LE
Fluxline Wide Lensed

10

Input Voltage options

 •  110V / 240V / RCG
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A plaster-in asymmetric distribution, linear LED luminaire. The inner housing retains the Cube 

Fluxline GEN2 LED strips offering 1,2 or 3000lms/metre, static and dynamic white plus RGB, 

RGBW versions. The static and dynamic white versions utilise the latest mid-power chips 

delivering over 100,000 hours operating life. Ideal for either ceiling mounting, vertical or 

horizontal wall mounting creating an even soft wash distribution.

The outer Aluminium profi le “BODY” is fi tted at fi rst fi x stage, can be cut/mitred on site, ceiling 

skimmmed and decorated prior to fi tting of the inner led refl ector profi le. This construction 

method creates a “Knife-edge” fi nish between the ceiling fi nish and anodised silver or Matt 

white extruded refl ector profi le.

Fluxline Wash is available in maximum 3M lengths and each section is supplied with 2 x 

alignment braces which TIE sections together to ensure accurate site alignment. Inner and 

outer sections are available seperately to allow profi le installation followed by LED/Refl ector 

installation. This two part assembly ensures a future-proof installation.

Example Product Codes

FL-WA/LED SELECTION/CCT/FINISH/LENGTH 

FL-WA/BODY/SAN/LENGTH

Mounting Options

 •  Plaster-in, fi nished RAL9010 (WH) as standard or semi specular silver anodised (SAN)

A recessed plaster-in High Power adjustable linear LED luminaire. The inner housing retains 

the Cube HP-COWL profi le that is populated with Luxeon® high power leds on pitch of 

35/50/75 or 100mm with 4 lens options 16/25/40 or Oval beam 17 x 44°. Suitable for ceiling 

mounting, vertical or horizontal wall mounting creating a high power linear distribution. 

The outer Aluminium profi le “BODY” is fi tted at fi rst fi x stage, ceiling skimmmed and decorated 

prior to fi tting of the inner Black baffl e profi le and the Fluxline HP-COWL profi le, fi tted and 

locked by two socket cap screws (supplied). This construction method creates a very minimal 

look and provides a high power, IP66, future proof linear downlight suitable for Wet/damp 

areas such as changing rooms, swimming pools, wet rooms etc.

The body is supplied as standard in Silver anodised fi nish and the HP-Cowl profi le can be 

supplied in Black or Silver anodised fi nishes, the baffl e assembly will be supplied in the same 

fi nish as the HP-Cowl profi le, Fluxline HP-CR is available in maximum 3M lengths. 

Example Product Code

FL-HP-CR/CCT/PITCH/LENS/MA/FINISH/LENGTH

Mounting Options

 •  Plaster-in housing is screw fi xed and supplied in silver anodised fi nish as standard

 • Silver or black anodised fi nish

An IP40 recessed plaster-in High Power rotationally-adjustable linear LED luminaire. The inner 

housing retains the Cube “3020” profi le that is populated with Luxeon® high power LEDs on 

pitch of 35/50/75 or 100mm with 4 lens options 16/25/40 or Oval beam 17 x 44°. Suitable 

for ceiling, vertical or horizontal wall mounting creating a high power linear distribution. 

The outer Aluminium profi le “BODY” is fi tted at fi rst fi x stage, ceiling skimmmed and decorated 

prior to fi tting of the inner Black baffl e profi le and the Fluxline 3020 profi le, fi tted and locked 

by two socket cap screws (supplied). This construction method creates a very minimal look and 

provides a high power, future proof linear downlight.

The body is supplied as standard in Silver anodised fi nish and the 3020 profi le can be supplied 

in Black or Silver anodised fi nishes, the baffl e assembly will be supplied in the same fi nish as 

the 3020 profi le, Fluxline 3020R is available in maximum 3M lengths. 

Example Product Codes

LENS - FL-3020RL/CCT/PITCH/LENS/mA/FINISH/LENGTH

1K/2K/3K - FL-3020R/LED SELECTION/CCT/DIFFUSER/FINISH/LENGTH

Mounting Options

 •  Adjustable end mounting brackets

Slidi /tilti fi i b k t

WASH

HP COWL RECESSSED

WA

HP-CR

3020R

Fluxline Wash

Fluxline HP Cowl Recessed

3020R plaster-in Recessed
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All Copyright, design rights and intellectual property rights existing in our designs, products, images, text, 

logo and design of these products are, and will remain the property of “Cube Lighting Limited 2016”.
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Flux-Flex (Fluxline Flexible) is a range of three, up to IP67 

rated, PVC sections incorporating a 120 LEDs, 12W/m, 

fl exible LED strip available in 3 different CCT options: 2700 

/ 3000 or 4000°K as well as primary colours: Red (R), 

Green (G) or Blue (B).

The sections can be cut and terminated on site using the 

special IP rated “IDC” end connectors with integrated 

moulded cable. The three sections include a domed profi le 

on the emitting face.

8 x 16 / 10 x 20 & 15 x 25mm. All sections are available in 4 

input voltage options: 12VDC / 24VDC / 110VAC / 220VAC 

and supplied in Maximum 50M individual sections.

Maximum length of Flux-Flex strip that can be powered from 

one end:

240VAC = 50>100 metres

110VAC = 50>100 metres

24VDC = 10>15 metres

12VDC = >10 metres

The 110 and 220V versions are non dimming, switched 

only but the 24 and 12VDC versions can be supplied with 

remotely mounted Mains Dim / 0-10V or DALI dimming 

drivers. N.B. The rectifi er supplied with the 110 and 240VDC 

versions must not be removed.

Example Product Code
FF/SIZE/CCT/VOLTAGE/LENGTH (M)

FF/8/2700/240/10

Recessing Channels Example Product Code (ALU)
FF-RC/SIZE/LENGTH

Clip Example Product Code
FF-CL/SIZE

Recessing Channels Example Product Code (ST-STEEL)
FF-RCSS/SIZE/LENGTH

Flux-Flex 8/10/15mm profi les

FLUX-FLEX 8MM, 10MM, 15MMFF

 Mounting Options

 •  Screw fi xed metal 

fi xing clips are set out 

in your desired pattern 

and the FluxFlex 

profi le snaps into the 

clips. 

 •  Aluminium channel to 

retain the 10x20mm 

section, used to create 

straight lines, can be 

surface screw fi xed or 

grouted into concrete, 

stone or plaster.  

8mm

10mm

15mm
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Tel: +44 (0) 1442 876676
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