


DIODE MINI

Description

Diode Mini is IP67 rated with a high power 1.2W (350mA) Luxeon Z ES LED and flush
sealed glass making it suitable for internal or external applications. Manufactured from
marine grade stainless steel and bronze to ensure a rugged and long lasting fixture.

O
Q27

« Luxeon ZES LED

« LED colour: 2700K, 3000K, 4000K

- Lens Options: 15°, 23°, 35°, Opal Potted

« Luminaire output: 29.7 Ims (4000K @350mA)
- Efficacy: 24.5 Ims/W (4000K @350mA)

Te)
N - Requires a remote 350mA constant current driver.
~- - Burial tube attachment avaliable separately
. Bronze / Stainless steel finish as standard. Other finishes available on request
Crea?e. thg Part N° for ypur required Order Codes
@ 21.5 specification by replacing each
numeral with an ‘Order Code’ from the cCcT Code
Cutout: @23 corresponding category. 2700K /27 15° /15
DDM-T/1/2/3 3000K /30 23 /23
E.G Code: DDM-T/40/35/BR 4000K /40 35° /35
Diode Mini 4000K CCT, 35° Lens, Opal /O
Bronze Finish
Bronze /NB
Natural Stainless Steel /NSS
Polished Stainless Steel /PSS
Burial tube
Cutout: @26
DDM/BT
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DIODE 18

Description
@35
Diode 18 is a recessed in-ground fixture featuring a 1.2W Luxeon Z ES LED with a solid
@ 25 machined body. IP67 rating as standard, making Diode 18 suitable for internal or external
— applications.
« Luxeon ZES LED
« CCT options: 2700K, 3000K, 4000K
0 - Lens Options: 11°, 16°, 34°, 8x50°
. « Luminaire output: 66 Ims (3000K @350mA)
P,N) « Luminaire efficacy: 55 Ims/W (3000K @350mA)
O - Requires a remote constant current driver, max 350mA.
specification by replacing each _
numeral with an ‘Order Code’ from Beam
the corresponding category. 2700K /27 11° /11
3000K /30 16° /16
DD18/1/2/3
. 4000K 40 34° 34
Cutout 026 E.G Code: DD18/30/16/BSS / /
8x50° /850
Satin stainless steel finish }
White /W Natural Stainless /NSS
Steel
Black Anodised  /BAN  Satin Stainless Steel /BSS
. . Polished Stainless
Silver Anodised  /SAN Steel /PSS
Hard Anodised /AN Brushed Chrome /BCH
Bronze .
Anodised /ABZ Polished Chrome /PCH
Natural Brass /NB Polished Nickel /PN
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 20 TRIMMED

Description

D42
@ 3] Diode 20 Trimmed is a recessed very low glare spot manufactured from machined
Tﬂ bronze with a 316 stainless steel cover trim and 4.5W Citizen COB. Fitted with a 6mm
= ] clear anti-shatter polycarbonate lens, making it suitable for vandal, high traffic & marine
~ environments. IP67 as standard, making Diode 20 Trimmed suitable for internal or
external applications.

. Citizen CLU701 COB

o « CCT options: 2700K, 3000K, 4000K

~ . Lens Options: 26°, 34°, 54°

« Luminaire output: 314 Ims (2700K @500mA)

« Luminaire efficacy: 70 Ims/W (2700K @500mA)

- Requires a remote constant current driver, max 500mA.
- Optional burial tube available

Create the Part N° for your required Order Codes
Cutout: @33 specification by replacing each
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 26° /26
DD20-T/1/2/3 3000k ey 34 e
E.G Code: DD20-T/27/26/BSS 4000K /40 54° /54
Bezel Code
Diode 20 Trimmed, 2700K CCT, 26° Beam )
angle, Satin Stainless Steel bezel Natural/Stainess Steel INSS
Satin Stainless Steel /BSS
Polished Stainless Steel /PSS
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 20 FLUSH

Description
»38
Diode 20 Flush is a recessed very low glare spot manufactured from machined bronze
@ 31 with a 316 stainless steel cover trim and 4.5W Citizen COB. Fitted with a 6mm clear
anti-shatter polycarbonate lens, making it suitable for vandal, high traffic & marine
environments. IP67 as standard, making Diode 20 Flush suitable for internal or external
applications.
o
~ . Citizen CLU701 COB
o « CCT options: 2700K, 3000K, 4000K
N~ - Lens Options: 26°, 34°, 54°
« Luminaire output: 314 Ims (2700K @500mA)
« Luminaire efficacy: 70 Ims/W (2700K @500mA)
- Requires a remote constant current driver, max 500mA.
- Optional burial tube available
Crea?fg thf Pat;t N° fclar your req;ﬂred Order Codes
Cutout: @39 specification by replacing eac
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 26° /26
DD20-F/1/2/3 3000K /30 34 /34
E.G Code: DD20-F/27/26/BSS 4000K /40 54° /54
o cose
Diode 20 Flush, 2700K CCT, 26° Beam p— I
angle, Satin Stainless Steel bezel NaturaliStainless Stee INSS
Satin Stainless Steel /BSS
Polished Stainless Steel /PSS
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 20 MARKER

Description
D 42 | | |
Diode 20 Marker is a recessed very low glare spot manufactured from machined
@ 31 bronze with a 316 stainless steel cover trim and 4.5W Citizen COB. Fitted with a 6mm
clear anti-shatter polycarbonate lens, making it suitable for vandal, high traffic & marine
/[ | | ]\ OOJ environments. IP67 as standard, making Diode 20 Marker suitable for internal or external
[ ] applications.
- Citizen CLU701 COB
-« CCT options: 2700K, 3000K, 4000K
- Requires a remote constant current driver, max 500mA.
© - Optional burial tube available
N~
Create the Part N° for your required Order Codes
specification by replacing each
numeral with an ‘Order Code’ from the
corresponding category. Natural
2700K 137 Stainless Steel (S
pD20-1/17273 Satin Stainless
DD20-2/1/2/3 3000K /30 Steel /BSS
. - DD20-3/1/2/3
utout: @ i
pb20-4/1/213 a0k ja0  Pomshed o pgg
E.G Code: DD20-1/27/26/BSS Stainless Steel
Diode 20/1, 2700K CCT, 26° Beam angle,
Satin Stainless Steel bezel
Representative beam output
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 30

Description
@50
Diode 30 is a recessed in-ground fixture featuring a 1.2/2.4W Luxeon Z ES LED with a
@ 35 solid machined body. IP67 rating as standard, making Diode 30 suitable for internal or
N external applications.
« Luxeon ZES LED
« CCT options: 2700K, 3000K, 4000K
. Lens Options: 10°, 23° 39°, 9x48°
8 « Luminaire output: 105 Ims (3000K @700mA)
o - Luminaire efficacy: 43 Ims/W (3000K @700mA)
o - Requires a remote constant current driver, max 700mA.
specification by replacing each _
numeral with an ‘Order Code’ from Beam
the corresponding category. 2700K /27 10° /31
3000K /30 23° /39
DD30/1/2/3 .
Cutout: @38 E.G Code: DD30/30/23/BSS A000K /40 39 /58
9x48° /948
Satin stainless steel finish .
White /W Natural Stainless /NSS
Steel
Black Anodised  /BAN  Satin Stainless Steel /BSS
. . Polished Stainless
Silver Anodised  /SAN Steel /PSS
Hard Anodised /AN Brushed Chrome /BCH
Bronze Ano- :
dised /ABZ Polished Chrome /PCH
Natural Brass /NB Polished Nickel /PN
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 30 COWL

Description

Diode 30 Cowl is a recessed in-ground fixture featuring a Luxeon Z ES LED with a solid
machined body and integrated glare cowl. IP67 rating as standard, making Diode 30
Cowl suitable for internal or external applications.

« Luxeon ZES LED

CCT options: 2700K, 3000K, 4000K

. Lens Options: 10°, 23° 39°, 9x48°

« Luminaire output: 51.8 Ims (3000K @700mA)

- Efficacy: 21.6 Ims/W (3000K @700mA)

- Requires a remote constant current driver, max 700mA.

® 50
@35
®

Cutout: @38 )
specification by replacing each _
numeral with an ‘Order Code’ from Beam
the corresponding category. 2700K /27 10° /31
3000K /30 23° /39
DD30-C/1/2/3
4000K 40 39° 53
E.G Code: DD30-C/30/23/BSS / /
9x48° /948
Beam, Satin stainless steel finish "
White /W Natural Stainless INSS
Steel
Black . .
Anodised /BAN  Satin Stainless Steel /BSS
Silver Polished Stainless
Anodised e Steel S
Hard Anodised /AN Brushed Chrome /BCH
Bronze .
Anodised /ABZ Polished Chrome /PCH
Natural Brass ~ /NB Polished Nickel /PN
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 40 HP

=

Description

100

Cutout: @55

sales@cubelighting.com

Diode 40 HP is a high output low glare in-ground uplight fitted with a Cree quad chip
assembly for 4 x 2.4w of output. Constructed from a precision machined aluminium heat
sink assembly with Bronze or Stainless steel bezel and flush 6mm toughened glass.

« CCT options: 2700K, 3000K, 4000K

- Collimating lens options: 21°, 24°, 36°, 38x26°

- Requires remote constant current driver, 350 or 700mA.

- Finish options: Satin stainless steel, Polished stainless steel, Bronze, Antique Bronze

Create the Part N° for your required

fication b lacl h Order Codes

specification by replacing eac

numeral with an ‘Order Code’ from the ccT Code
corresponding category. 2700K /27 21° /21
DD40HP /1/2/3 SIS /30 2l 2
E.G Code: DD40HP/40/36/BSS 4000K /40 36° /36

38x26° /3826

Diode 40 HP, 4000K CCT, 36° Lens,
Satin Stainless Steel finish

Satin Stainless Steel /BSS

Polished Stainless Steel /PSS

Bronze /NB

Antigue Bronze /ABZ

Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 60 HP

=

Description

| ® 100

Diode 60 HP is a high output low glare in-ground uplight fitted with 2 x Cree quad chip
assemblies for 8 x 2.4w of output. Constructed from a precision machined aluminium
‘ = heat sink assembly with Bronze or Stainless steel bezel and flush 6mm toughened glass.

‘ « CCT options: 2700K, 3000K, 4000K

- Collimating lens options: 21°, 24°, 36°, 38x26°
- Requires remote constant current driver, 350 or 700mA.

nm e — m.of - Finish options: Satin stainless steel, Polished stainless steel, Bronze, Antique Bronze

O
1 [T I 1111 O
Creaf thf Pat;t N° f?r your reqhu\'red Order Codes
specification by replacing eac
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 21° /21
DD60HP /1/2 /3 HOUC | 24 e
Cutout: 80 E.G Code: DD60HP/40/36/BSS 4000K /40 36° /36
38x26° /3826
SNSRI 3 o0 | Code |
Satin Stainless Steel finish 3 | Bezel Code
Satin Stainless Steel /BSS
Polished Stainless Steel /PSS
Bronze /NB
Antique Bronze /ABZ
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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DIODE 80 HP

=

Description
| ®120 -
Diode 80 HP is a high output low glare in-ground uplight fitted with 3 x Cree quad chip
assemblies for 12 x 2.4w of output. Constructed from a precision machined aluminium
‘ ‘ heat sink assembly with Bronze or Stainless steel bezel and flush 6mm toughened glass.
§ T T I T
)| — ]
”;1 ‘\ \\ 1; . CCT options: 2700K, 3000K, 4000K
I : :,=‘,. : ] - Collimating lens options: 21°, 24°, 36°, 38x26°
‘ / / ‘ - Requires remote constant current driver, 350 or 700mA.
e e e B H‘W, o - Finish options: Satin stainless steel, Polished stainless steel, Bronze, Antique Bronze
HHHH\‘H I [T H‘\H\‘HHHHH O )
e Create the Part ' for your equied Order Codes
W D specitication by replacing eac
[T ‘: L :‘ m numeral with an ‘Order Code’ from the
SEEE T corresponding category. 2700k /27 21° /21
0 N O [T T 171
102 E.G Code: DD80HP/40/36/BSS 4000K /40 36° /36
Cutout: @
o Diode 80 HP, 4000K CCT, 36° L 3826 ESEE
iode : , 36° Lens,
Satin Stainless Steel finish
Satin Stainless Steel /BSS
Polished Stainless Steel /PSS
Bronze /NB
Antique Bronze /ABZ
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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RIPIANO ROUND

®50

(=

Description

1.5

46.5

@36

Cutout: 238

sales@cubelighting.com

Ripiano Round is an adjustable eyeball LED fixture, featuring a high power 2.4w (700mA)
LED with a circular bezel. The eyeball can be adjusted by a maximum of 25 degrees for
accurate highlighting. IP65 rating as standard making Ripiano Round suitable for internal
or external applications.

« CCT options: 2700K, 3000K, 4000K

- Lens Options: 11°, 16°, 34°, 8x50°

« Luminaire output: 66 Ims (3000K @350mA)

- Efficacy: 50 Ims/W (3000K @350mA)

- Requires a remote constant current driver, max 700mA

- Finish options: White, RAL, Silver anodised, Black anodised, Bronze anodised.

Create the Part N° for your required Order Codes
specification by replacing each
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 11° /11
3000K /30 16° /16
RPR/1/2/3 .
E.G Code: RPR/27/34/BAN 4000K /40 e /34
8x50° /850
beam, Black anodised bezel White /W
Black Anodised /BAN
Silver Anodised /SAN
RAL /RAL-
Bronze Anodised /ABZ
Tel: +44 (0)1442-876676 www.cubelighting.com
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RIPIANO SQUARE

(=

Description

Ripiano Square is an adjustable eyeball LED fixture, featuring a high power 2.4w (700mA)
LED with a square bezel. The eyeball can be adjusted by a maximum of 25 degrees for
accurate highlighting. IP65 rating as standard making Ripiano Square suitable for internal
or external applications.

50

« CCT options: 2700K, 3000K, 4000K

- Lens Options: 11°, 16°, 34°, 8x50°

« Luminaire output: 66 Ims (3000K @350mA)

50 - Efficacy: 50 Ims/W (3000K @350mA)

- Requires a remote constant current driver, max 700mA

- Finish options: White, RAL, Silver anodised, Black anodised, Bronze anodised.

Create the Part N° for your required

e g Order Codes
specification by replacing each

8 o numeral with an ‘Order Code’ from the
Ld Corresponding CategoryA 2700K /27 11° /]_]_
= 3000K /30 16° /16
RPS/1/2/3 -
E.G Code: RPS/27/34/BAN (D00 WD S /24
8x50° /850

beam, Black anodised bezel

White /W
Cutout: 38 Black Anodised /BAN
Silver Anodised /SAN
RAL /RAL-
Bronze Anodised /ABZ
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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EYE 2F

D47

Description

52

50

92

Eye 2F features an innovative, fully directional light engine, concealed tamperproof
fixings (special tool required to remove), and multiple LED and lens options. The Eye

2F has an overall diameter of 50mm and all versions are avaliable in numerous base
materials, extensive beam angles and protective lens options, including clear glass, half
moon fosted and black painted glass. Various casting and wiring chambers make the
range flexible enough to meet the most demanding of requirements.

- Tamperproof fixings

-« CCT options: 2700K, 3000K, 4000K

- Lens options: 20°, 24°, 28°, 24°x38°, 21°x36°

- Finishes: Satin stainless steel, Polished stainless steel, Antique bronze, Aged bronze,
Natural bronze

Crea?s thf Pabrt N° f<|)r your reqhuired Order Codes
specification by replacing eac
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 20° /20
EYE2F/1/2/3/4 3000K /30 24 /24
E.G Code: EYE2F/27/20/BSS/CGL 4000K /40 28° /28
5000K /50 38° x 24° /38
Eye Flush, 2700K CCT, 20° Beam, Bead
5700K /57 36° x 21° /36

blasted stainless steel bezel, Clear

glass

Satin Stainless /BSS Clear /CGL

Cutout: @52

sales@cubelighting.com

Tel: +44 (0)1442-876676

Steel
Polished Half Moon
Stainless Steel IPEE Frit Y7
. Half Moon
Antique Bronze  /ABZ Black /HMB
Aged Bronze /AGB
Natural Bronze  /NB
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EYE 2T

? 50

Description

52

Cutout: @42

sales@cubelighting.com

Eye 2T features an innovative, directional light engine with no visible fixings and multiple
LEDs and lens options. The Eye 2T has an overall diameter of 50mm and all versions
are avaliable in numerous base materials, extensive beam angles and protective lens
options, including clear glass, half moon frosted or black printed glass. Various casting
and wiring chambers make the range flexible enough to meet the most demanding
requirements.

« CCT options: 2700K, 3000K, 4000K

- Lens options: 20°, 24°, 28°, 24°x38°, 21°x36°

- Finishes: Satin stainless steel, Polished stainless steel, Antique bronze, Aged bronze,
Natural bronze

Crealtfe. tht? Pat:t N° fc|>r ypur reqhuired Order Codes
specification by replacing eac
numeral with an ‘Order Code’ from the - ccT Code -
corresponding category. 2700K
EYE2T/1/2/3/4 3000K /30 24 /24
E.G Code: EYE2T/27/20/BSS/CGL 4000K /40 28° /28
5000K /50 38° x 24° /38
Eye Trimmed, 2700K CCT, 20° Beam,
5700K 36° x 21°

Bead blasted stainless steel bezel,

Satin Stainless /BSS Clear JcGL

Steel
Polished Half Moon
Stainless Steel s Frit JlaI7
. Half Moon
Antique Bronze  /ABZ Black /HMB
Aged Bronze /AGB
Natural Bronze  /NB
Tel: +44 (0)1442-876676 www.cubelighting.com
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EYE 10F

Description

80

125

Cutout: @77

sales@cubelighting.com

Eye 10F features an innovative, directional light engine, with concealed tamperproof
fixings (special tool required to remove), multiple LEDs and lens options. The Eye 10F has
an overall diameter of 75mm and all versions are available in numerous base materials,
extensive beam angles and protective lens options, including clear glass, half moon
frosted and black printed glass. Various casting and wiring chambers make the range
flexible enough to meet the most demanding requirements.

-« CCT options: 2700K, 3000K, 4000K

- Lens options: 20°, 24°, 28°, 24°x38°, 21°x36°

- Finishes: Satin stainless steel, Polished stainless steel, Antique bronze, Aged bronze,
Natural bronze

Create the Part N° for your required Order Codes

e | OrderCodes |
numeral with an ‘Order Code’ from the
27 20° 20

corresponding category. 2700K / /
EYEIOF /1/2/3/4 S0 /30 i e
E.G Code: EYEIOF/27/20/BSS/CGL 4000K /40 28° /28
5000K /50  38°x24° /38
Eye-10 Flush, 2700K CCT, 20° Beam,
2700K /57  36°x21° /36

Bead blasted stainless steel bezel,
Clear glass

Satin Stainless /BSS Clear /CGL

Steel
Polished Half Moon
Stainless Steel - Frit 7
. Half Moon
Antique Bronze  /ABZ Black /HMB

Aged Bronze /AGB
Natural Bronze ~ /NB

Tel: +44 (0)1442-876676 www.cubelighting.com
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EYE 10T

Description

D75

Eye 10T features an innovative, directional light engine with no visible fixings and
multiple LEDs and lens options. The Eye 10T has an overall diameter of 75mm and

’ ‘ all versions are avalaible in numerous base materials, extensive beam angles and
protective lens options, including clear glass, half moon frosted or black printed glass.
Q Various casting and viring chambers make the range flexible enough to meet the most
demanding requirements.

o
Y - Tamperproof fixings
« CCT options: 2700K, 3000K, 4000K
. Lens options: 20°, 24°, 28°, 24°x38°, 21°x36°
- Finishes: Satin stainless steel, Polished stainless steel, Antique bronze, Aged bronze,
Natural bronze
Create the Part N° for your required Order Codes
Cutout: 064 specification by replacing each
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 20° /20
EYEI0T/1/2/3/ 4 3000K e 24 s
E.G Code: EYE10T/27/20/BSS/CGL 4000K /40 28° /28
5000K /50 38° x 24° /38
Eye-10 Trimmed, 2700K CCT, 20° Beam, . .
Bead blasted stainless steel bezel, 2700K /57 36721 /36
Satin Stainless
Steel /BSS Clear /CGL
Polished Half Moon
Stainless Steel e Frit Yz
. Half Moon
Antique Bronze  /ABZ Black /HMB
Aged Bronze /AGB
Natural Bronze  /NB
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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FIRMA

=

Description

105°
©152

sales@cubelighting.com

Firma is a surface mounted LED path light featuring a single direction output with 3 x 1.2w
“Part L compliant LEDS. A rugged Die cast Bronze housing makes it extremely resistant
to vandalism and corrosion with a drive over rating of 5000Kg. The Firma incorporates a
sealed Class Il AC240V safety isolating transformer sealed to IP66.

The Firma design requires no recess depth and is supplied with a stainless steel
mounting plate for wall / floor fixing onto which the housing attaches with stainless steel
allen screws (supplied). Supplied pre-wired with 500mm of 3 core .750 mains cable
(special lengths on request).

Finishes available: Natural bronze (NBZ) / Black (BK) / Matt Nickel (MN).

Create the Part N° for your required Order Codes

specification by replacing each —

numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 Bronze /BZ
FIR4 /1/2 3000K /30 Black /B
E.G Code: FIR4/27/BZ 4000K /40 Matt Nickel ~ /MN

Firma 4W, 2700K CCT, Bronze Finish

Tel: +44 (0)1442-876676 www.cubelighting.com
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SCOOP 53

o] <

Description
53
Scoop 53 is an easy to install, miniature, LED floor washer, with removable bezel and
supplied complete with fixing box. Anti-glare design efficiently creates visual comfort.
- Energy efficient 1.2W high power LED
2 « CCT options: 2700K, 3000K, 4000K
- Bezel finish options: White painted, Black painted, RAL paint, Polished stainless steel
- Requires a remote constant current driver, max 350mA
Crea-ts thf Pat:t N° fc|>r ypur reqhuired Order Codes
specification by replacing eac —
numeral with an ‘Order Code’ from the
25.2 corresponding category. 2700K /27 White /W
21.2
—J( SCP53/1/2 3000K /30 Black /B
i E.G Code: SCP53/40/W 4000K /40 RAL /RAL-
Scoop 53, 4000K CCT, White painted Polished Stainless
finish Steel /PSS
{ Grained Stainless
Steel UEES
Polished Chrome  /PCH
b Matt Chrome /MCH
Matt Nickel /MN
Cutout: 45 x 45
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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SCOOP 60

N
m

Description

60

60

3 1118.5C

sales@cubelighting.com

Scoop 60 is a miniature wall recessed, floor washing luminaire, precision cast from
Naval Bronze thus providing excellent corrosion resistance in even the most hostile of
environments and avaliable in a variety of finishes,

Scoop 60 is available in two fascia options: Standard, and for security conscious
installations a Tamperproof version which can only be removed from the fixed wall box
by means of a special tool (provided) . Four wall box options allow the Scoop 60 to be
fitted flush into stone, plastered, tiled or rendered walls.

Mutiple CCT'’s are available, from Ultra Warm 2200K to Extra Cool 6500K from a range
of proven LED’s.

Numerous drivers are available to suit your application - Switched, Triac, 0-10V, DALI or
DMX Dimming, the range includes a 12V input version which allows multiple luminaires to
be connected in parallel, thus dramatically simplifying the specification, installation and
ensuring that a single luminaire or wiring fault cannot affect the entire string of luminaires,
a critical consideration in maintained emergency installations.

LED Specifications
Nichia 12VDC (12V) Luxeon Z (LZ) Citizen CLU026 (CLU)

CCT options: 2200/2500/2700/ 2735;38887;;60 y CCT options: 2700/3000/
3000/3500/4000/4500°K 4000/5000/5700/6560°K 3500/4000/5000°K
CRI: >90 (3 MacAdams) CRI: >80 (3 MacAdams) CRI: >90 (3 MacAdams)

Vf/Current: 12VDC Constant
voltage (3.6W / 300Ims @

Vf/Current: 9.4V/700mA (6.58W / 687Ims @

Vf/Current: 3V/700mA 85°C, 2700°K)

(2.1W / 147Ims @ 2700°K)

2700°K) 9.0V/350mA (3.15W / 386Ims @ 85°C, 2700°K)

[ [ccreesboro | 2 | e0tme | 3 | srmgomions | & o |

2200 (22) White (WH)

2500 (25) Nichia 12VDC (12V) Standard Fix (SF) Black (BK)

2700 (27) RAL (RAL---)

3000 (30) Antique Bronze (ABZ)

3500 (35) Luxeon Z (LZ) Beaqblasted Bronze (BBZ)

4000 (40) Polished Chrome (PCH)

5000 (50) Matt Chrome (MCH)

5700 (57) Tamperproof (TP) Polished Nickel (PN)

6000 (60) Citizen CLU026 (CLU) Matt Nickel (MN)

6500 (65) Polished Gold (PG)

Typical product code construction: SC60/1/2/3/4
e.g.. SCP60/27/12V /TP /WH (CCT: 2700°K, LED: Nichia 12VDC, Springs:
Tamperproof, Finish: White

Tel: +44 (0)1442-876676 www.cubelighting.com
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Wallboxes

25 SC60/25-BB - 25mm Deep Standard
7 (cutout 55 x 55mm)

Standard wallbox with fold-out tabs or
rear fixing screws for fixing into internal
plasterboard walls, leaving front bezel
edges and sides visible.

40
54

75 SC60/75-SW - 75mm Deep Solid Wall
(cutout 63 x 6G3mm)

Deep wallbox with rear fixing screws for
fixing into solid walls - such as brick or

stone - leaving front of fitting flush within
wall for a smooth, recessed appearance.

63
¥

7

75 SC60/75-PI - 75mm Deep Plaster-In
(cutout 63 x 63mm)

T e

Plaster-in deep wallbox to enable
fitting of wallbox at first-fix stage before
plastering and finishing of walls. Front
of fitting finishes flush within wall for a
smooth, recessed appearance.

63

75 SC60/75-RB - 75mm Deep Standard
(cutout 63 x 63mm)

[ [o~

Render wallbox to enable fitting

of wallbox at first fix stage before
rendering and finishing of walls. Front of
fitting finishes flush with surface of wall
for a smooth, recessed appearance.

63

sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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SCOOP 90

o] <

Description

Scoop 90 Trimmed is an interior stainless steel IP40 asymmetric wash light fitted with a
single 2.4w (700mA) LED. Anti-glare design efficiently creates visual comfort.

« CCT options: 2700K, 3000K, 4000K

- Bezel finish options: White painted, Black painted, RAL paint, Polished stainless steel
3 - Requires a remote constant current driver, max 700mA
- Exterior wall box is available for creating the perfect size aperture to accept the
luminaire spring clips.
Crea-tfe- thf Pat:t N° f(ljr ypur reqhuired Order Codes
L specification by replacing eac —
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 White /W
8 44.5 3 3000K 30 Black B
263771 : | SCP90 /1/2 / ac /
1 T E.G Code: SCP90/30/W 4000K /40 Silver Anodised ~ /SAN
RAL- /RAL-
Scoop 90, 3000K CCT, White painted
finish
o (9]
S . o |
Remote Integral
Driver Driver
Cutout: 77 x 77
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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SCOOP 90 IP

(=

Description

Scoop 90 IP is an exterior stainless steel IP65 asymmetric wash light fitted with a single
2.4w (700mA) LED.

- Supplied in Matt or polished 316 stainless steel with rear cable gland and pre-wired

o with 500mm of 2 core .75mm® flex.
o « Includes an integral 700mA constant current driver.
- An exterior wall box is available for creating the perfect size aperture to accept the
luminaire spring clips.
o Create the Part N° for your required Order Codes
specification by replacing each —
numeral with an ‘Order Code’ from the
4 T 91 corresponding category. 2700K /27 White /W
SCPYO-IP /1/ 2 3000K /30 Black /B
E.G Code: SCP90-IP/30/W 4000K /40 Silver /S
RAL- /RAL-
o~ Scoop 90 IP, 3000K CCT, White painted
- Bead Blasted
™~ finish . /BSS
Stainless Steel
Polished Stainless
Steel UEs
Cutout: 77 x 77
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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SQUARE

o] <

Description

Square is an interior stainless steel IP40 asymmetric wash light fitted with a single 2.4w
(700mA) LED and opal glass front. Anti-glare design efficiently creates visual comfort.

« CCT options: 2700K, 3000K, 4000K

- Bezel finish options: White painted, Black painted, RAL paint, Polished stainless steel
= - Requires a remote constant current driver, max 700mA
- Exterior wall box is available for creating the perfect size aperture to accept the
luminaire spring clips.
Crealtfel thf Pabrt N° f(ljr Your reqhuired Order Codes
L specification by replacing eac —
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 White /W
3
w SQR/1/2 3000K /30 Black /B
i E.G Code: SQR/30/W 4000K /40 Silver Anodised /SAN
RAL- /RAL-
Square, 3000K CCT, White painted finish
o
= il |
Cutout: 77 x 77
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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TITO WALL BOX

b geefce

Description

Tito is a compact and versatile tasklight containing a single 1.2W high power Luxeon Z ES
LED and a 30° Beam lens. Producing no UV and very little heat, it can be safely handled
and positioned as required on its flexible stem.

This version features a recessed box with integral driver, and push button on/off switch
and led indicators mounted in the fascia panel.

110
8

« Output: 66Ims @350mA
- Finish options: Black, Polished Chrome, Antique Bronze

Crea?s thte Pabrt N° f<|)r your reqhuired Order Codes
specification by replacing eac —
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 Black /B
= TTWB/1/ 2 3000K /30  Antique Bronze  /ABZ
E.G Code: TTWB/30/ABZ 4000K /40 ?:LUShEd /BCH
Straightened length: 535 [OME
Cutout: 34 x 112 Tito Wall BOX, 3000K CCT, Anﬁque Polished
Bronze Chrome /PCH
Matt Nickel /MN

Polished Nickel /PN
Matt Gold /MGO
Polished Gold /PGO

sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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TITO ESCUTCHEON PLATE

b geefce

Description

Tito is a compact and versatile tasklight containing a single 1.2W high power Luxeon Z ES
LED and a 30° Beam lens. Producing no UV and very little heat, it can be safely handled
and positioned as required on its flexible stem.

This version features an escutcheon plate, surface fixed by 3 countersunk screws that
are concealed by the “snap-on” cover plate. Requires a remote driver.

+ Output: 66Ims @350mA
Straightened length: 535 - Finish options: Black, Polished Chrome, Antique Bronze

Cutout: 215
Specitcaton by repiacing oach
nimeral with aﬁ ‘O?der Cgode’ from the
corresponding category. 2700K /27 Black /B
TTEP/1/ 2 3000K /30  Antique Bronze  /ABZ
E.G Code: TTEP/40/B 4000K /40 Brushed /BCH
Chrome
Tito Escutcheon Plate, 4000K CCT, Polished
Black Chrome /PCH
Matt Nickel /MN
Polished Nickel /PN
Matt Gold /MGO
Polished Gold /PGO
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com

Document N° DSTTEP Issue N°1 Page 11



TITO EXTENSION STUD

|©25

Straightened length: 535
Cutout: 215

sales@cubelighting.com

b geefce

Description

Tito is a compact and versatile tasklight containing a single 1.2W high power Luxeon Z ES
LED and a 30° Beam lens. Producing no UV and very little heat, it can be safely handled
and positioned as required on its flexible stem.

This version features an extension stud for a minimal appearance wall fixing. requires a
remote driver.

« Output: 66Ims @350mA
- Finish options: Black, Polished Chrome, Antique Bronze

Create the Part N° for your required

Order Codes
o o
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 Black /B
TTES /1 / 2 3000K /30  Antique Bronze = /ABZ
E.G Code: TTES/40/B 4000K /40 Brushed /BCH
Chrome
Tito Extension Stud, 4000K CCT, Black Polished
/PCH
Chrome
Matt Nickel /MN

Polished Nickel /PN
Matt Gold /MGO
Polished Gold /PGO

Tel: +44 (0)1442-876676 www.cubelighting.com
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TITO SURFACE

b geefce

Description

Tito is a compact and versatile tasklight containing a single 1.2W high power Luxeon Z ES
LED and a 30° Beam lens. Producing no UV and very little heat, it can be safely handled
and positioned as required on its flexible stem.

118

This version features a surface mounted box with integral driver, and push button on/off
switch and led indicator mounted in the fasica panel.

« Output: 66Ims @350mA
- Finish options: Black, Polished Chrome, Antique Bronze

Crea‘tfe‘ thte Pat;t N° f(|>r your req;ﬂred Order Codes
specification by replacing eac —
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 Black /B
TTSU/1/ 2 3000K /30  Antique Bronze  /ABZ
E.G Code: TTSU/40/B 4000K /40 Brushed /BCH
Chrome
Straightened length: 535 Tito Surface, 4000K CCT, Black Polished
/PCH
Chrome
Matt Nickel /MN

Polished Nickel /PN
Matt Gold /MGO
Polished Gold /PGO

sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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LUCKNHAM SINGLE

=

Description
120
Lucknham Single bollard is an exterior stainless steel low level floor washer, fitted with
2 x 210mm lengths of warm white, IP rated, high output fluxline at 10.5W / 400Ims. The
Lucknham is constructed from extremely durable 2mm thick stainless steel with 45°
louvre assembly.
o Bead blasted stainless steel welded construction.
) Integral IP rated 12VDC driver.
Available as base plate or rooted versions. Special sizes and lamp types on request.
Creaﬁs thte Pabrt N° fclar your reqhuired Order Codes
® specification by replacing eac -
numeral with an ‘Order Code’ from the
% corresponding category. Base Plate /BP 2700K /27
Base Plate
BP LUK1/1/2/3 Ground Root  /RT 3000K /30
E.G Code: LUK1/BP/27/BSS 4000K /40
// Lucknham Single, Base Plate, 2700K CCT, hi
Bead blasted stainless steel finish Winite /W
Black /B
Silver /S
RAL- /RAL-
Satin Stainless Steel /BSS
Antique Bronze /ABZ
Ground Root
/RT
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com

Document N° DSLUK1 Issue N°1 Page 11



LUCKNHAM DOUBLE 90°

=

Description

120
Lucknham Double 90° bollard is an exterior stainless steel low level floor washer, fitted
with 2 x 210mm lengths of warm white, IP rated, high output fluxline at 10.5W / 400Ims.
The Lucknham is constructed from extremely durable 2mm thick stainless steel with 45°
louvre assembly.
o Bead blasted stainless steel welded construction.
% Integral IP rated 12VDC driver.
Available as base plate or rooted versions. Special sizes and lamp types on request.
Creaﬁs thte Pagt N° fclar your reqhuired Order Codes
specification by replacing eac
] ® ;
numeral with an ‘Order Code’ from the
% corresponding category. Base Plate /BP 2700K /27
Base Plate
i LUK2A /1/2/3 Ground Root /RT 3000K /30
E.G Code: LUK2A/BP/27/BSS 4000K /40
Glrnsn cose
/ Lucknham Double 90°, Base Plate, 2700K .
7 CCT, Bead blasted stainless steel finish White /W
Black /B
Silver /S
RAL- /RAL-
Satin Stainless Steel /BSS
Antique Bronze /ABZ
Ground Root
/RT
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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LUCKNHAM DOUBLE 180°

=

Description
120
Lucknham Double 180° bollard is an exterior stainless steel low level floor washer, fitted
with 2 x 210mm lengths of warm white, IP rated, high output fluxline at 10.5W / 400Ims.
The Lucknham is constructed from extremely durable 2mm thick stainless steel with 45°
louvre assembly.
o Bead blasted stainless steel welded construction.
P Integral IP rated 12VDC driver.
Available as base plate or rooted versions. Special sizes and lamp types on request.
Crea-ts thf Pat:t N° f(lar your reqhuired Order Codes
@ ] specification by replacing eac -
/ numeral with an ‘Order Code’ from the
4 corresponding category. Base Plate /BP 2700K /27
Base Plate
/BP LUK2B/1/2/3 Ground Root /RT 3000K /30
E.G Code: LUK2B/BP/27/BSS 4000K /40
Finish Code
// Lucknham Double 180°, Base Plate, hi
2700K CCT, Bead blasted stainless steel White /W
finish Black /B
Silver /S
RAL- /RAL-
Satin Stainless Steel /BSS
Antique Bronze /ABZ
Ground Root
/RT
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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TYPHOON 30

=

Description

Typhoon 30 is a compact adjustable spotlight manufactured from solid bronze. The multi
directional head is fitted with a 2.4w (700mA) LED and highly efficient collimating lens.
Suitable for internal or external applications.

- Sealed to IP66 with moulded in 2 core TQ flex (6 core Flex if RGB).
-« CCT options: 2700K, 3000K, 4000K

. Lens Options: 15°, 30°, 45°

« Luminaire output: 105 Ims (3000K @700mA)

- Luminaire efficacy: 43 Ims/W (3000K @700mA)
81 - Requires a remote 700mA constant current driver, versions available: switched / 0-10V
dimming / mains dimming / DALI or DMX dimmable drivers.
9 _
Ny Create the Part N° for your required Order Codes
specification by replacing each
»8
numeral with an ‘Order Code’ from the
2 40 corresponding category. 2700K /27 10° /31
i 3000K /30 23° /39

TYP30/1/2/3

'/ \' E.G Code: TYP30/27/15/ABZ 4000K /40 39° /53
U 9x48° /948
Typhoon 30, 2700K CCT, 15° Beam, -
Antique Bronze finish

Snoot Antique Bronze /ABZ
TYP30/SN BiEes /BR

Ground Spike el
TVYP30/GS Matt Nicke /MN
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com

Document N° DSTYP30 Issue N° 1 Page 11



TYPHOON 50

Description

135

Typhoon 50 is an adjustable spotlight manufactured from solid bronze. The
multidirectional head is fitted with a CREE CXB 1512 COB and highly efficient collimating
reflectors. Sealed at IP67 as standard, Typhoon 50 is suitable for internal and external
applications. Requires a remote 350mA driver.

- Avaliable with base plate for surface mounting (SU) or a ground spike (SP)
« Solid bronze construction

« CCT options: 2700K, 3000K, 4000K

« Luminaire output: 578 Ims (4000K @ 250mA)

- Lens options: 15°, 28°, 40°, 60°

- Finish options: Natural bronze, Black, Matt Nickle.

196

067 Create the Part N° for your required Order Codes
specification by replacing each
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 15° /15
TYP50/1/2/3 vl | RN 28 s
E.G Code: TYP50/30/53/B 4000K /40 40° /40
Typhoon 50, 3000K CCT, 40° Beam, 60° /60
Black finish
Natural Bronze /BZA
Black /B
Matt Nickle /MN
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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TYPHOON 111

Description

Typhoon 111is an adjustable spotlight manfactured from solid bronze. The multidirectional
head is fitted with an 1MW CREE CXB 1512 COB and highly efficient collimating reflectors.
Sealed at IP67 as standard. Typhoon 111 is suitable for internal and external applications.
Requires a remote 500mA driver.

- Avaliable with base plate for surface mounting (SU) or a ground spike (SP)
+ Solid bronze construction

-« CCT options: 2700K, 3000K, 4000K

« Luminaire output: 823 Ims (4000K @ 500mA)

- Lens options: 15°, 28°, 40°, 60°

- Finish options: Natural bronze, Black, Matt Nickle.

Create the Part N° for your required Order Codes

specification by replacing each

numeral with an ‘Order Code’ from the

corresponding category. 2700K /27 15° /15
<t °
N TYPIN/1/2/3 SO0 WS 28 A
< E.G Code: TYPI11/30/40/B 4000K /40 40° /40

Typhoon 111, 3000K CCT, 40° Beam 60° /60

angle, Black finish
:

i Natural Bronze /BZA
Black /B

Matt Nickle /MN
©150
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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SLITE

=

Description
65 80.5
The Slite is a wall recessed floor wash light featuring a 4.5w Citizen CLU701 COB. The
wall box design accepts three different fascia options: Triangle, Rectangle or Ovate. Slite
| & is suitable for interior use only (IP20) and features an integral switched constant current
© (350mA) driver.
- Three fascia options: Rectangular, Triangular & Ovate
NS « Luminaire output: 207 Ims (4000K @350mA)
o OO - Efficacy: 39 Ims/W (4000K @350mA)
NNj o - Fascia finishes available: White / Black / RAL / Antique Bronze / Polished
e Chrome / Matt Chrome / Polished Nickel / Matt Nickel / Polished Gold / Matt
Gold.
- Remote dimmable versions are available including: 0-10V, DALI, Mains, DMX
- Emergency conversions including self test and central battery versions to
0]
order.
| I
TR — Crealtfel thf Pat:t N°f?ryour reqhuired Order Codes
utout: X specification by replacing eac —
numeral with an ‘Order Code’ from the
corresponding category. 2700K /27 White /W
SLT/1/2/3 3000K /30 Black /B
E.G Code: SLT/27/W/R 4000K /40 RAL /RAL-
Slite, 4000K CCT, White finish, Antique Bronze /AB
Rectangular .
Polished Chrome /PCH
Matt Chrome /MCH
Polished Nickel /PN
Matt Nickel /MN
Polished Gold /PG
Matt Gold /MG
Rectangular /R
Triangular /T
Ovate /0
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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TOAD

(=

Description

»200

Toad is a low-level 8w LED washlight. The lamp housing is shielded to provide a glare-
free wash of light. Toad is sealed to IP65, is available in, baseplate-mounted or spike-

mounted options and requires a remote 700mA driver.
Crea-ts thf Pat:t N° fc|>r ypur reqhuired Order Codes
- specification by replacing eac —
numeral with an ‘Order Code’ from the -
corresponding category. 2700K /27 Black /B
TDBP /1/2 3000K /30 Bronze /BZ
O TDGS/1/2 4000K /40
o) E.G Code: TDGS/30/BZ
M)
Toad Ground Spike, 3000K CCT, Bronze
finish
Toad Base Plate
TDBP/-- ‘
Ground Spike I I
Attachment \ j
TDGS/-- T
O
[0}
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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EDGE

180

=

Description

5

1

120

130

sales@cubelighting.com

Edge is a slim wall mounted uplight of minimal rectangular appearance, with a 10mm
thick x 180mm wide plate. The array of mid power LEDs provide a 180° diffuse upward
wash to the wall and enhance ambient lighting, often used at high level in corridoors.
Edge is avaliable in configurations with the lightplate mounted with a right, left or central
bias to the integral gear box. Left hand bias shown.

- Minimal appearance

« CCT options: 2700K, 3000K, 4000K

« Luminaire output: 845 Ims (3000K @700mA)

- Efficacy: 72.5 Ims/W (3000K @700mA)

- Integral 350mA driver. Other protocols such as DALI, 0-10V may need to be remote.
- Finishes can be applied separately to the Lightplate and the Wall box. Finishes
avalaible: White, Black, Silver. Others avalaible on request

fication b e h Order Codes
specification by replacing eac
numeral with an ‘Order Code’ from the

Create the Part N° for your required

ode
corresponding category. 2700K /27
EDGE/1/2/3 3000K /30
E.G Code: EDGE/40/W/S 4000K /40
Edge, 4000K CCT, White lightbox, Silver Lightbox Lightbox
wallbox Code | 3 Finish Code
White /W White /W
Black /B Black /B
Silver /S Silver /S

Tel: +44 (0)1442-876676 www.cubelighting.com
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LONDRES

=

Description
105
Londres is an exterior stainless steel floor washer, fitted with a 420mm length of Warm
white, IP rated high output fluxline @ 10.5W delivering 600Ims, 50,000 hour LED life.
:U)U?UF Londres is constructed from extremely durable 2mm thick stainless steel with angled
o= glare shield.

- Supplied with a stainless steel wall box, integral IP rated 12VDC driver.
- Overall fascia size: 475 x 95mm.
" - Finishes options: White, Black, RAL, Satin Stainless Steel.

Crea_tg the Part N° for your required Order Codes
specification by replacing each

| OrderCodes |
475 numeral with an ‘Order Code’ from the

corresponding category. 2700K /27 White /W
Cutout: 456 x 72
LON/1/2 3000K /30 Black /B
E.G Code: LON/30/BSS 4000K /40 RAL- /RAL-
Satin
Londres, 3000K CCT, Satin stainless steel Stainless /BSS
finish Steel
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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LONDRES BRICK LIGHT

215

Description

65
®

104.5

102.5

Cutout: 215 x 65

sales@cubelighting.com

Londres Brick Light is a wall recessed, low level floorwash luminaire with a simple, single
slot aesthetic to compliment the Londres range. Clip mounted internally is a replaceable
LED strip with 250 lumens output which is encapsulated with a clear resin to provide a
weatherproof luminaire suitable for exterior applications.

-« CCT options: 2700K, 3000K, 4000K

« Luminaire output: 250 Ims @ 5W

- Remote or integral constant voltage driver
- Cutout: 215 x 65mm

Create the Part N° for your required
specification by replacing each
numeral with an ‘Order Code’ from the

e Jcoce [ 2] rmin o |

corresponding category. 2700K /27 White /W

LON-B/1/2 3000K /30 Black /B

E.G Code: LON-B/40/BSS 4000K /40 RAL- /RAL-

Londres 215mm, 3000K CCT, Satin Satin

stainless steel finish SEfirlEss /BSS
Steel

Tel: +44 (0)1442-876676 www.cubelighting.com
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BILLET

=

Description
45 25
Billet is a surface mounted, directional washlight with a minimal rectangular aesthetic and
easily aimed by means of an OMI mechanism which provides a pan and tilt movement.
Provides an even wash distribution, 280 lumens at 5W / 350mA.
O « CCT options: 2700K, 3000K, 4000K
I~ - Beam angle: 115°
- I%e) « Luminaire output: 280 Ims (4000K @ 350mA)
N o - Finishes: White, Black, Silver Anodised. Other finishes avalaible on request.
T - Requires a 350mA constant current driver. Ordered seperately.
Create the Part N° for your required Order Codes
° specification by replacing each —
] numeral with an ‘Order Code’ from the
50 50 corresponding category. 2700K /27 White /W
BLT /1/2 3000K /30 Black /B
E.G Code: BLT/27/W 4000K /40  Silver Anodised /SAN
Billet, 2700K CCT, White finish
sales@cubelighting.com Tel: +44 (0)1442-876676 www.cubelighting.com
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